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LUCES LED Especialistas en todo tipo de lunas para Maquinaria de Obra Pdblica.
Cargadoras, Excavadoras, Telescopicas, Retrocargadoras etc.
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XPROSAC ofrece equipos de iluminacion LED de la mayor calidad y
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MODELO SPOT: LXPS-5390-90W LxPS-5390-90W
Led Brand CREE Led Typ 10W CREE-XML
Wattage 90 Watts Lumens 7500
Led Color Bright White Beam Pattern Spot 10°, Flood 90°
IP Rating P67 Operating Voltage  -20~+50 °C
5.5A @ 12V,
Operating Temperature -20~+50 °C Amp Draw 2.7A@24V
Color Temperature 6000 K Warrant 2 years
Standards and
T Size 5.5"x5.5" Certificates CE, RoHS
El E Durable Polycarbonate
é Jé_ E Lens Lens Body Material Cast aluminum
i = §> Bracket Material Stainless steel Lifespan 50,000 + Hrs
DT/Pigtail/Waterproof
|‘lﬁlf 1 @ Connector Type Connector Shape Square
= d Applications Construction, Mining Volt 10-30VDC

Part Number LXPF-5390-90W MUDELU FLUODL PF'5390'90W
Led Brand CREE Led Typ 10W CREE-XML
Wattage 90 Watts Lumens 7500
Led Color Bright White Beam Pattern Spot 10°, Flood 90°
IP Rating P67 Operating Voltage  -20~+50 °C
5.5A @ 12v,
Operating Temperature -20~+50 °C Amp Draw 2.7A@24V
Color Temperature 6000 K Warrant 2 years
Standards and

Size 5.5"x5.5" Certificates CE, RoHS

Durable Polycarbonate
Lens Lens Body Material Cast aluminum
Bracket Material Stainless steel Lifespan 50,000 + Hrs

DT/Pigtail/Waterproof
Connector Type Connector Shape Square
Applications Construction, Mining Volt 10-30V DC




MODELO FLOOD: LXSL-3992-130W

Part Number LXSL-3992-130W Beam pattern SPOT
13 x 10W Cree® XM-
Led Brand CREE Led Typ L
Wattage 130 Watts Lumens 10,140
Led Color Cool White Beam Pattern Spot 10°, Flood 90°
IP Rating 1P68 Beam Distance 1150 m
; B . 5.4A @ 12V,
Operating Temperature -40°- 60 °C Amp Draw 2.7A@24V
Color Temperature 6000 K Warrant 2 years
size 200mm DIA Standards and CE, RoHS
Certificates
D le Pol
Lens urable Polycarbonate Body Material Cast aluminum
Lens
Bracket Material Stainless steel Lifespan 50,000 + Hrs
DT/Pigtail/Waterproof
Connector Type Connector Shape Square
Applications Construction, Mining Volt -40° - 60 °C

Led Brand CREE IP Rating P67

Wattage 120 Watts Lumens 14,200

Led Color Bright White Optional Beam Spot

Operating Temperature -20~+50 °C Shape Square

Color Temperature 6000K Volt 10-30V DC

Standards and

Size 9.0" Certificates CE, RoHS
Durable Polycarbonate Diecast aluminum

Lens Lens Body Material housing

Bracket Material

Stainless steel

Lifespan

50,000 + Hrs

Connector Type

DT/Pigtail/Waterproof
Connector

Applications

Construction, Mining

QTY: 4 pcs/ctn
N.W: 4.0 kg/pcs

Ctn Size: 23.5*18*14 CM

Gross weight: 17 KG

LXSL-7390

oW

Led Brand CREE IP Rating P67

Wattage 90 Watts Lumens 7650

Led Color Bright White Optional Beam Spot

Operating Temperature -20~+50 °C Shape Square

Color Temperature 6000K Volt 10-30V DC

Standards and

Size 9.0" Certificates CE, RoHS
Durable Polycarbonate Diecast aluminum

Lens Lens Body Material housing

Bracket Material Stainless steel Lifespan 50,000 + Hrs

Connector Type

DT/Pigtail/Waterproof
Connector

QTY: 4 pcs/ctn
N.W: 4.0 kg/pcs

Applications

Construction, Mining

Ctn Size: 23.5*18*14 CM
Gross weight: 17 KG

Led Brand CREE IP Rating P67

Wattage 70 Watts

Led Color Bright White Optional Beam Spot

Operating Temperature -20~+50 °C Shape Square

Color Temperature 6000K Volt 10-30V DC

Standards and

Size 7.0 Certificates CE, RoHS
Durable Polycarbonate Diecast aluminum

Lens Lens Body Material housing

Bracket Material

Stainless steel

Lifespan

50,000 + Hrs

Connector Type

DT/Pigtail/Waterproof
Connector

QTY: 6 pcs/ctn
N.W: 2.2 kg/pcs
Ctn Size: 45*25*37 CM

Applications

Construction, Mining

Gross weight: 14.3 KG
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Led Brand CREE IP Rating 1P67

Wattage 225 Watts

Led Color Bright White Optional Beam Spot/Flood

Operating Temperature -20~+50 °C Shape Square

Color Temperature 6000K Volt 10-30V DC

Standards and

Size 10.0" Certificates CE, RoHS
Durable Polycarbonate Diecast aluminum

Lens Lens Body Material housing

Bracket Material

Stainless steel

Connector Type

DT/Pigtail/Waterproof
Connector

QTY: 4 pcs/ctn
N.W: 3.9 kg/pcs

Applications

Construction, Mining

Ctn Size: 52*34*33 CM
Gross weight: 16.5 KG

250rmm
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Led Brand CREE IP Rating P67
Wattage 70 Watts
Led Color Bright White Optional Beam Spot/Flood
Operating Temperature -20~+50 °C Shape Square
Color Temperature 6000K Volt 10-30V DC
Standards and
Size 9.0" Certificates CE, RoHS
Durable Polycarbonate Diecast aluminum
Lens Lens Body Material housing
E
Bracket Material Stainless steel Lifespan 50,000 + Hrs El &
&
DT/Pigtail/Waterproof QTY: 4 pesetn S
Connector Type Connector N.W: 3.9 kg/pcs
Ctn Size: 52*34*33 CM
Gross weight: 16.5 KG
Applications Construction, Mining
Led Brand CREE IP Rating P67
Wattage 185 Watts
Led Color Bright White Optional Beam Spot/Flood
Operating Temperature -20~+50 °C Shape Square
Color Temperature 6000K Volt 10-30V DC
Standards and
Size 9.0" Certificates CE, RoHS
Durable Polycarbonate Bleest
Lens Lens Body Material housing
Bracket Material Stainless steel Lifespan 50,000 + Hrs

Connector Type

DT/Pigtail/Waterproof
Connector

QTY: 4 pcs/ctn
N.W: 3.9 kg/pcs

Applications

Construction, Mining

Ctn Size: 52*34*33 CM
Gross weight: 16.5 KG
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Led Brand CREE IP Rating P67

Wattage 160 Watts

Led Color Bright White Optional Beam Spot/Flood

Operating Temperature -20~+50 °C Shape Square

Color Temperature 6000K Volt 10-30V DC

Standards and

Size 9.0" Certificates CE, RoHS
Durable Polycarbonate Diecast aluminum

Lens Lens Body Material housing

Bracket Material

Stainless steel

Lifespan

50,000 + Hrs

Connector Type

DT/Pigtail/Waterproof
Connector

QTY: 4 pcs/ctn
N.W: 3.8 kg/pcs

Ctn Size: 52*34*35 CM

Applications

Construction, Mining

Gross weight: 15.9 KG

LXSL-9160-160W




LXSL-0160-160W

Led Brand CREE IP Rating P67

Wattage 160 Watts

Led Color Bright White Optional Beam Spot / Flood

Operating Temperature -20~+50 °C Shape Square

Color Temperature 6000K Volt 10-30V DC

Standards and

Size 8.0" Certificates CE, RoHS
Durable Polycarbonate Diecast aluminum

Lens Lens Body Material housing

Bracket Material Stainless steel Lifespan 50,000 + Hrs

Connector Type

DT/Pigtail/Waterproof
Connector

Applications

Construction, Mining

QTY: 4 pcs/ctn
N.W: 3.8 kg/pcs
Ctn Size: 52*34*35 CM
Gross weight: 15.9 KG

Led Brand CREE IP Rating P67

Wattage 90 Watts

Led Color Bright White Optional Beam Spot / Flood

Operating Temperature -20~+50 °C Shape Square

Color Temperature 6000K Volt 10-30V DC

Standards and

Size 7.0 Certificates CE, RoHS
Durable Polycarbonate Diecast aluminum

Lens Lens Body Material housing

Bracket Material

Stainless steel

Lifespan

50,000 + Hrs

Connector Type

DT/Pigtail/Waterproof
Connector

Applications

Construction, Mining

QTY: 4 pcs/ctn
N.W: 2.8 kg/pcs

Ctn Size: 46"33"26 CM
Gross weight: 12 KG

LXSL-0140-

140W

114mm

LXSL-0590-90W

Led Brand CREE IP Rating P67

Wattage 140 Watts

Led Color Bright White Optional Beam Spot/Flood

Operating Temperature -20~+50 °C Shape Square

Color Temperature 6000K Volt 10-30V DC

Standards and

Size 7.0" Certificates CE, RoHS
Durable Polycarbonate Diecast aluminum

Lens Lens Body Material housing

Bracket Material Stainless steel Lifespan 50,000 + Hrs

Connector Type

DT/Pigtail/Waterproof
Connector

Applications

Construction, Mining

QTY: 8 pcs/ctn

N.W: 3.6 kg/pcs

Ctn Size: 52*41*27 CM
Gross weight: 15 KG

Led Brand CREE IP Rating P67

Wattage 90 Watts

Led Color Bright White Optional Beam Spot/Flood

Operating Temperature -20~+50 °C Shape Square

Color Temperature 6000K Volt 10-30V DC

Standards and

Size 7.0" Certificates CE, RoHS
Durable Polycarbonate Diecast aluminum

Lens Lens Body Material housing

Bracket Material

Stainless steel

Lifespan

50,000 + Hrs

Connector Type

DT/Pigtail/Waterproof
Connector

Applications

Construction, Mining

QTY: 4 pcs/ctn
N.W: 3.6 kg/pcs

Ctn Size: 52*41*27 CM
Gross weight: 15 KG

S1-0490-90W
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